1/2 



+ 



112 



SERIAL 
BUS MUX 
114 



POWER SUPPLY 
MANAGEMENT 
SYSTEM 
108 



_ LAN/SERIAL/ _ 
USB CONNECT 
116 



CTRL AO 
CTRL BO 

CTRL A(N+3) 
CTRL B(N+3) 



106-AO- 



POWER SUPPLY 0 
104-0 



POWER SUPPLY 1 
104-1 



POWER SUPPLY 2 
104-2 



POWER SUPPLY 3 
104-3 



POWER SUPPLY (N) 
104-N 



POWER SUPPLY (N+1) 
104-N+1 



POWER SUPPLY (N+2) 
104-N+2 



POWER SUPPLY (N+3) 
104-N+3 



COMMON OFF THE SELF 
POWER SUPPLIES 





IO 






• 




• 


EXPANDER 




• 


110 











CTRL CTRL 
AO BO 



106-BO 




COMPUTER 
SYSTEM 0 
101-0 



COMPUTER 
SYSTEM (M) 
101-M 



106-B(N+3) 
106-A(N+3) 



FIG. 1 



100 



+ 



2/2 



RECEIVING STATUS 




DATA FROM POWER 




SUPPLIES 





202 





DETERMINING NEED 
TO RE-ALLOCATE 
SUPPLIES TO BUS 
BARS 
204 



SWITCH AT LEAST 
ONE SUPPLY TO 
PROVIDE POWER VIA 
A BUS BAR 
208 



FIG. 2 




200 




